Goodsphere Maintenance

Here are six easy steps to ensure your Goodsphere is running properly.
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1. Water Levels

When filling up your Goodsphere bowl make sure it is filled up to the maximum level displayed in the photo. Do not let the water level go beyond the minimum level as this could result in the Goodsphere not performing correctly. The water level should last between 2-3 days depending on the surrounding atmosphere.
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2. Cleaning the Bowl

When cleaning the bowl make sure you carefully empty the water out of the bowl as cracking the bowl can easily be done. If lime scale is present, please use a normal cleaner and cloth to remove the lime scale.

3. Removing & Replacing Spoke

Cleaning the spoke on the motor is vital for your Goodsphere to work at it�s optimum level. Please refer to the photos for guidance on how to remove the spoke from the unit. Hold both parts of the unit firmly and twist the spoke anti-clockwise until loose. To replace reverse motion until you hear the spoke click into place.

[image: image3.jpg]


[image: image4.jpg]



[image: image5.jpg]



4. Cleaning Spoke

To clean the spoke, you may use a toothpick of cotton bud to remove any build-up which has gathered inside the spoke. Please ensure after cleaning that water can pass through the hole easily.
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5. Motor Lid

Ensure that the motor is switched off before proceeding with the cleaning the unit. The motor lid may also have build up from the essence oil or lime scale. Wipe the lid and surrounding motor with a damp wet cloth. 
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6. Essences

For the 8ml, 100ml or 250ml sized essences please use one cap full of the essence. If you want a stronger fragrance you may use another cap full.
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